
General Accessories

Model F / F1
The Large Control Filter is used for filtration of dirty 
control fluid that might quickly block a smaller 
filter element. The Large Control Filter increases the 
reliability of the control valve system and time 
between maintenance, while minimizing 
faulty operation. 
The large control filter is available with screen type 
filter element.

Technical Data
Filter types:
Large Control Filter (F): Height (H): 7.48 inch; Width (W): 
3.94 inch; Weight: 6.9 lbs
Double Large Control Filter (F1): Height (H): 12.40 inch; 
Width (W): 3.94 inch; Weight: 9.9 lbs
Screen filter element type: 50 mesh, 300 μm
Pressure Rating: 350 psi (Standard); 600 psi (HP– Model)
Max. Temperature: 140°F
Ports: ⅜” NPT female, ½” NPT female

Standard materials:
Body: Cast Steel, Epoxy Cotaed
Cover: Brass
Stem: Stainless Steel 304*
Nut: Stainless Steel 304
Seals: NBR
Screen filter element type:
Structure: Polypropylene 20% GF
Woven net: Stainless steel 316 or Polyester**

Optional materials:
Metal Parts: SST 316, NAB, Super Duplex, Hastelloy
Nut: SST 316, NAB
Seals: EPDM, Viton

* For HP models stem might differ
** Use the Polyester screen filter element for sea water 
and other corrosive materials

 SST316 Screen                         Polyester Screen

LARGE CONTROL FILTER

All images in this catalog are for illustration only
www.bermad.com
The information contained herein may be changed by BERMAD without notice. BERMAD shall not be held liable for any errors.
© Copyright 2015-2025 BERMAD CS Ltd

February 2026

https://www.bermad.com
https://www.bermad.com

	 LARGE CONTROL FILTER
	Model F / F1 


